< Installation Steps >

3.Use a crow plate pry the top
L decorative panel from the
1. Car appearance 2. Original CD dashboard, and remove
decorative panel

P # ~
4.The appearance of after 5.Remove the fixing display 6.Remove screws in the host,
removed decorative panel screw with take out the CD original machine

a screwdriver, remove the
display decorative panel

7.The appearance after removed 8.0ur special car DVD player
the original CD machine

9.The appearance of installed
the car DVD player

<<Inspection and confirmation >>

‘ Inspect entire car ‘ @ Check out all installation and make sure

whether it has reversed or not

v

Testing navigation card and navigation a
‘ Turn on the unit and GPS mode, testing mapt‘ @ ntenna, make sure whether it has been

connected correctly or not. It should be
able to search and locate GPS.

v

Turn on radio mode, searching radio stations
automatically (?

Check out radio signal and whether the
radio antenna works or not

v

‘ Turn on DVD mode, testing DVD/CD disc ‘ @ ‘ Check out disc/laser head works well or n(#t

Check out whether USB cable works well
‘Turn on USB/SD mode, testing USB/SD flash‘dis@ or not. SD card connection as well

" . n T n
Turn on Bluetooth mode, confirming whether @‘ Confirm Bluetooth function, linking to
cell phone can connect with it or not Bluetooth and working well or not

v

Turn on Head Light and Reverse Gear, checking @ Check out that user settings are all correct
unit button lights and Reverse function and all cables have been connected well

v
T“".‘ on sound effect mode, manual adjustment @ ‘ Check out sound track and balance functi#n
testing

v
Verify relevant air conditioner information
(support unit with this function)
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